
Inspection
Arrows
Colorful identification
and inspection arrows
identify problems and
point directly to the
areas requiring action
on PC boards. Used
for flagging, repair
identification, quality control inspection, production
assembly drawings and instructions. Die-cut
arrows can be permanently affixed or re-
positioned and removed without leaving an
adhesive residue. Manufactured from the finest
pressure-sensitive paper and vinyl tapes, they
won’t fade, dry out, curl, lift, or become brittle.
You can use them on any clean, dry surface.
Available in a variety of colors. A simple color-
coding system can be established by using
different colors to identify types of action to be
taken. Supplied on rolls containing 1000 arrows.

Standard Paper
Arrow Dimensions Price/

Cat. No. Width Length 1000
20Z* 1/8" 1/4" $5.70
30Z* 3/16" 1/4" 5.70
40Z* 1/4" 3/8" 5.70
*Append color code when ordering: (B)lue,
(G)reen, (O)range, (R)ed, (W)hite, (Y)ellow

Fluorescent Paper
Arrow Dimensions Price/

Cat. No. Width Length 1000
20ZF* 1/8" 1/4" $5.70
30ZF* 3/16" 1/4" 5.70
40ZF* 1/4" 3/8" 5.70
*Append color code when ordering:
(G)reen, (P)ink, (R)ed, (Y)ellow

Vinyl
Arrow Dimensions Price/

Cat. No. Width Length 1000
20ZV* 1/8" 1/4" $6.40
30ZV* 3/16" 1/4" 6.40
40ZV* 1/4" 3/8" 6.40
*Append color code when ordering:
(B)lue, (G)reen, (R)ed, (Y)ellow

Konform® Conformal Coatings
•• Plastic safe •• Flammable

•• Upper ozone safe, CFC/HCFC-free

Conformal coatings are used for spray, dip tank, and
brush applications. They protect PC boards,
components, and flex circuitry from damage. These
coatings provide excellent electrical insulation
properties that withstand hot and cold operating
environments, as well as heat generated by
electronic circuitry. Konform® conformal coatings
contain a UV indicator for improved quality assurance
and are free of upper ozone depleting compounds
and substances. They offer high dielectric strengths
of 1100 volts/mil or more. The clear, tough,
transparent coating will not fragment, chip or crack,
thereby providing excellent protection. All are
convenient and ready to use – no mixing is required.

Silicone Konform® SR
•• Engineered for maximum

flexibility and protection from
extreme temperatures and
vibration damage

Stable from -85°F to +390°F. High
dielectric strength of 1100 volts/mil.
Meets MIL-I-46058C, Type SR. UL
recognized.

Cat. No. Description Price
CTSR12 10-oz. Aerosol $27.90
CTSR1 1-gal. Liquid 266.00

Conformal Coating Pen
Insulates circuit boards and components against shorting
and protects them against abrasion, moisture, chemicals,
fungus, and other environmental hazards. Dries in minutes
at room temperature and has excellent adhesion to circuit
board materials and solder masks. Polymer coating is safe
for gold, silver, copper, and solder alloys. Cured material
has excellent flexibility, typical resistivity of >106 ohms at
50VDC, and dielectric strength of 500VDC/mil. Matches
the color of solder mask for nearly invisible repairs.

Cat. No. Color Price
CW3300C Clear $18.40
CW3300G Green 18.40

Conformal Coating Removal Pen
Used to remove silicone, acrylic and urethane conformal
coatings from PC boards in seconds. Spot cleans tight
tolerance areas on circuit boards. Marker dispenser
provides controlled and exact application. Evaporates
quickly. Provides low surface tension for superior wetting.

CW3500 Conformal Coating Removal Pen     $12.90

Red Insulating Varnish
This alkyd-based compound dries to a hard
film that is resistant to moisture, oil,
chemicals, heat, and high arcs. Retains its
high dielectric strength even if wet. Ideal for
insulating electrical and electronic devices
or components which may be operated in a
very humid climate and up to 250°F. Glass
bottle comes with brush applicator.

10-9002 2-oz. Liquid     $10.70

Q-Dope
Solution of pure polystyrene in solvents. Dries
fast and leaves a clear, protective coating on
coils and transformers, with no or minimal
effect on inductive values. May also be used
as a cement for molded or fabricated items
made of polystyrene. Glass bottle comes with
brush applicator.

10-3702 2-oz. Liquid     $11.40

Corona Dope
This cellulose resin based, black lacquer has
excellent dielectric, arc, and corona resisting
properties. It protects surfaces against
moisture, dries quickly, and insulates up to
325°F. Used on flybacks, coils, and
transformers to improve the insulation and
weather-resistant properties of wires. High
dielectric strength of 3000 volts/mil. Glass
bottle comes with brush applicator.

10-4702 2-oz. Liquid     $15.80

Liquid Tape
This heavy-bodied, black insulating coating
replaces insulating tape in applications
where wrap-around tape cannot readily be
applied. Dries quickly to a strong, pliable
finish that won’t crack, peel, or chip. It is
water and oil-proof, and may be used
outdoors to insulate any electrical terminal,
connection, or wire splice. Glass bottle
comes with brush applicator.

10-1762 2-oz. Liquid     $13.70

Acrylic Konform® AR
•• Effectively insulates against

high-voltage arcing, electrical
shorts, and harsh
environments

Stable from -75°F to +279°F. High
dielectric strength of 1200 volts/mil.
Meets MIL-I-46058C, Type AR.
Provides excellent acid resistance.
Easily repairable. UL recognized.

Cat. No. Description Price
CTAR12 11.5-oz. Aerosol $22.10
CTAR1 1-gal. Liquid 202.00
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Fine-L-Kote™
Conformal
Coatings
Protects rigid and flexible
PC boards, thick film cir-
cuits, and electrical and
electronic components
and assemblies against
moisture, thermal shock,
current leakage, and
mechanical abuse.
Available in two formula-
tions. Durable, elastoplas-
tic, silicone coating Fine-
L-Kote™ SR is recom-
mended for harsh environ-
ments due to its excellent moisture and chemical resis-
tance. Material flexibility allows for vibration, movement,
and rapid changes in temperature. Urethane coating Fine-
L-Kote™ UR has high chemical resistance and moderate
flexibility. This clear, repairable coating is not recommend-
ed for environments involving temperature extremes. Both
formulations meet MIL-I-46058C and are manufactured
with a UV indicator for black light inspection.

Cat No. Description Price
2102-12S Silicone Fine-L-Kote™ SR, 12-oz. Aerosol $23.00
2104-12S Urethane Fine-L-Kote™ UR, 12-oz. Aerosol 21.20

Magnifying UV
Inspection Light
•• Ideal for inspection of

conformal coatings

This handheld
inspection magnifier
uses a 4" x 2"
rectangular, 5-diopter
(2.25X magnification),
optical-quality glass lens
to speed-up and simplify
inspection of solder joints,
welds, and other stress
areas. Eliminates the need
for complete disassembly of
item being inspected. One switch controls
two 4-watt fluorescent white tubes for normal
inspection. A separate switch turns on two
4-watt UV tubes that produce black light for
inspections using UV-sensitive materials.
Defects, cracks, contaminants, etc. that are invisible
to the naked eye glow brilliantly in “fault finder” mode, even
in lit-up areas. Constructed of ultra-durable plastic. Comes
with 3-wire cord.

16401 Handheld UV Inspection Magnifier     $274.00


